
TIPS TO PLACE YOUR

WINDSHIELD STICKER

The vehicle windshield sticker uses RFID technology similar to SunPass. Prior to affixing the 
sticker on your windshield, please visit MyEnvera.com/RFID and check with your vehicle 
manufacturer for special mounting guidelines. Certain vehicles have windshield components 

that can cause interference and prevent your sticker from being read.

Avoid placing your sticker in the tinted visor area and areas with windshield tinting, embedded 
wire (e.g. heating wires to defrost or radio antenna), or metal coating (e.g. cars with automatic 

wipers, anti-glare or high-end Mercedes marked “Sungate” on windshield).

Windshield stickers are non-transferrable. Bending or attempting to remove your  
sticker from the windshield will deactivate it.

Only vehicles with the proper credential (vehicle windshield sticker) 

can gain access to your community automatically and with ease 

through the resident entry lane. Please follow these important tips for 

the placement of your vehicle windshield sticker:

•  Peel the backing off the sticker to expose
the adhesive.

•  Apply the sticker   (       ) inside your vehicle on the 
windshield (see image - recommended placement is 
under the review mirror and the passenger side).

•  If you have a SunPass or similar RFID decal
on your vehicle, please place your new
sticker 2 inches away to prevent interference.
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PLACEMENT OF STICKER

Contact your property manager for information  
on how to obtain your vehicle windshield sticker.
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